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Features

• Stainless steel screws AISI304
• Sharp thread for better penetration in composite wood
• Reduced head
• Double thread to avoid mushrooming effect
• Identical colors to the boards for a nice finish
• Compatible with all brands of solid core composite wood 

Dimensions (mm)

10

Logistics

Designation Code FR Code NL EAN Code Qty/package Qty/pallet Weight (kg)

5x50 mm Grey (150 pcs) 0770 2026 3700421807703 30 900 0,85

5x50 mm Brown
(150 pcs) 0771 2027 3700421807710 30 900 0,85

5x63 mm Grey (100 pcs) 0729 3700421807291 30 900 0,55

5x63 mm Brown
(100 pcs) 0728 3700421807284 30 900 0,55

ØA

L

D3D1 D2

Designation Boardthickness  
(mm) Screw size

0770 - 0771 20-22 M5 x 50

0728 - 0729 24 M5 x 63

Decking
Exotic 

woods* Softwood Aluminium Steel

✔ ✔ - -

Structure

Designation Size A (mm) L (mm) D1 (mm) D2 (mm) D3 (mm) Torx

0770 - 0771 M5 x 50
7,5 - 8

50
5.2-4.9 4.0-4.3 4,9-5.2 T20

0728 - 0729 M5 x 63 63

* Pre-drilling required
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